
Document Number: D03621-A-A2127

Date: May. 18, 2020

Attention:

Dear. Valued Customer,

Thank you very much for your great and continued support for business with Murata.

This is the official notification that some of our products' 4M Change will be proceeded as detailed below. 

Please review this, and approve in writing by Approval Due Date.

Your understanding and support are highly appreciated.

1. Product Type, Changes, and Customer/Murata/Alternative Part Numbers:

Product Type: CR Coin Battery 

Applicable for diameter of over 20mm, except tab-welding models

Changes: 

Please refer to the attached documents for detailed Part Numbers' information.

2. Reasons/Background:

3. Products Before and After the Change:

Change is only cosmetic change of cathode can design.

No change in specification, production site, process, man.

No change in battery weight, carton size and master carton quantity.

Please refer to the attached file(s) for further details.

4. Approval Due: June 30 2020

Please review this, and reply to Sales for this Notice in writing by Due Date.

5. Change Schedule:

First Shipment of New Design from Factory Oct, 1 2020

5. Contact Window:

Should you have any questions or concerns, 

please contact Murata Sales, Representative, or Distributor in your area.

Truly Yours. Thank you.

Kumi Sano

General Manager, Micro Battery Business

Business Department

Energy Devices Division, Module Business Unit

Murata Manufacturing, Co., Ltd.

Document Receipt Acknowledgement 

Date:

Section:

Name:

4M Change Notice
CR Coin Battery 

Before Change After Change

No child resistant marking on 

cathode can

Add child resistant marking on 

cathode can

Murata will introduce CR coin battery cathode can monogram design change to 

comply with new requirements on child resistant marking & packaging of coin 

batteries in "IEC60086-4 Edition5 Primary batteries -Part 4: Safety of lithium 

batteries".
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TO:  Murata Manufacturing, Co., Ltd.

4M Change detailed below is

Product Type: CR Coin Battery 

Applicable for diameter of over 20mm, except tab-welding models

Changes: 

Comments, Questions, etc.

Signature

Date: (MM, DD, YYYY)

Title: 

Name:

4M Change Confirmation

Before Change After Change

No child resistant marking on 

cathode can

Add child resistant marking on 

cathode can

Confirmation Letter

Man Machine Material Method

Subject to Further Discussion. Accepted.


