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Dear Customer, 
 
 
Please find attached our INFINEON Technologies PCN: 
 
 

Introduction of Infineon Dresden, Germany as an additional wafer test 
location affecting dedicated products 

 
 
 
Important information for your attention: 
 
 
 Please respond to this PCN by indicating your decision on the approval form, sign it and return to your sales 

partner before 20. November 2017. 
 

 Infineon aligns with the widely-recognized JEDEC STANDARD “JESD46“, which stipulates:  
“Lack of acknowledgement of the PCN within 30 days constitutes acceptance of the change.” 
 

 
Your prompt reply will help Infineon Technologies to assure a smooth and well executed transition. If Infineon does 
not hear from your side by the due date, we will assume your full acceptance to this proposed change and its 
implementation. 
 
 
Your attention and response to this matter is greatly appreciated. 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
Infineon Technologies AG 
Postal Address Headquarters: Am Campeon 1-12, D-85579 Neubiberg, Phone +49 (0)89 234-0 
Chairman of the Supervisory Board: Wolfgang Mayrhuber 
Management Board: Dr. Reinhard Ploss (CEO), Dominik Asam, Dr. Helmut Gassel, Jochen Hanebeck 
Registered Office: Neubiberg Commercial Register  
Amtsgericht München HRB 126492 
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 Products affected: Sales Name SP N° OPN Package 

 Please refer to 1_cip17017_a2 attached. 

 
 Detailed Change Information: 

Subject:  Introduction of Infineon Dresden, Germany as an additional wafer test 
location affecting dedicated products. 

  

Reason:  To continuously ensure the delivery capability to our customers, the 
wafer test capacity will be extended. 

  

Description:  Old New 

Wafer test location:  Infineon Regensburg, 
Germany 

 Infineon Regensburg, Germany 
 
or 
 
Infineon Dresden, Germany 

 

 

 Product Identification: Traceability is ensured by lot number. 

 

 Impact of Change: No impact on quality and reliability of the final product. The wafer test 
location verification is performed via the Advanced Measurement System 
Analysis (AMSA) methodology. 

 

 Attachments: 1_cip17017_a2:  affected product list 

 

 Time Schedule:   

 Final qualification report: Available on demand  

 First samples available: No samples planned due to no change of the product.  

 Intended start of delivery: April 2018   

 
 

If you have any questions, please do not hesitate to contact your local Sales office. 
 
 



Sales Name SP number OPN Package

SAF-XE161FL-12F80V AA SP000859298 XE161FL12F80VAAFXUMA1 PG-VQFN-48-54

SAF-XE161FL-20F80V AA SP000859290 XE161FL20F80VAAFXUMA1 PG-VQFN-48-54

SAF-XE162FL-12F80L AA SP000859314 XE162FL12F80LAAFXQSA1 PG-LQFP-64-22

SAF-XE162FL-20F80L AA SP000859306 XE162FL20F80LAAFXQSA1 PG-LQFP-64-22

SAF-XE162HL-20F80L AA SP000859310 XE162HL20F80LAAFXQSA1 PG-LQFP-64-22

SAF-XE167FH-200F100L AB SP000845646 XE167FH200F100LABFXUMA1 PG-LQFP-144-13

SAF-XE169FH-200F100L AB SP000874838 XE169FH200F100LABFXUMA1 PG-LQFP-176-12

SAH-XC2288H-200F80L AB SP001029350 XC2288H200F80LABHXUMA1 PG-LQFP-144-13

SAH-XC2321D-20F66V AA SP000961928 XC2321D20F66VAAHXUMA1 PG-VQFN-48-54

SAH-XC2361E-72F128L AA SP000964064 XC2361E72F128LAAHXUMA1 PG-LQFP-100-8

SAK-XC2080H-200F100L AB SP000905006 XC2080H200F100LABKXUMA1 PG-LQFP-144-13

SAK-XC2220U-4F40V AA SP000858088 XC2220U4F40VAAKFUMA1 PG-VQFN-48-54

SAK-XC2220U-8F40V AA SP000846742 XC2220U8F40VAAKXUMA1 PG-VQFN-48-54

SAK-XC2224L-20F66V AA SP000846740 XC2224L20F66VAAKXUMA1 PG-VQFN-48-54

SAK-XC2234L-20F66L AA SP000846738 XC2234L20F66LAAKXUMA1 PG-LQFP-64-22

SAK-XC2234L-20F66LR AA SP001217630 XC2234L20F66LRAAKXUMA1 PG-LQFP-64-24

SAK-XC2268I-136F128L AA SP000893180 XC2268I136F128LAAKXUMA1 PG-LQFP-100-8

SAK-XC2268I-136F128LR AA SP001250268 XC2268I136F128LRAAKXUMA1 PG-LQFP-100-15

SAK-XC2269I-136F128L AA SP000858186 XC2269I136F128LAAKXUMA1 PG-LQFP-100-8

SAK-XC2269I-136F128LR AA SP001217648 XC2269I136F128LRAAKXUMA1 PG-LQFP-100-15

SAK-XC2288H-200F100L AB SP000844806 XC2288H200F100LABKXUMA1 PG-LQFP-144-13

SAK-XC2288H-200F80L AB SP000844808 XC2288H200F80LABKXUMA1 PG-LQFP-144-13

SAK-XC2288I-136F128L AA SP000858166 XC2288I136F128LAAKXUMA1 PG-LQFP-144-16

SAK-XC2289H-200F100L AB SP000700616 XC2289H200F100LABKXUMA1 PG-LQFP-144-13

SAK-XC2289I-136F128L AA SP000858172 XC2289I136F128LAAKXUMA1 PG-LQFP-144-16

SAK-XC2289I-136F128LR AA SP001217658 XC2289I136F128LRAAKXUMA1 PG-LQFP-144-23

SAK-XC2297H-104F100L AB SP000806818 XC2297H104F100LABKXUMA1 PG-LQFP-176-12

SAK-XC2297H-104F80L AB SP000844178 XC2297H104F80LABKXUMA1 PG-LQFP-176-12

SAK-XC2297H-136F80L AB SP000843660 XC2297H136F80LABKXUMA1 PG-LQFP-176-12

SAK-XC2297H-136F80L AB SP000979224 XC2297H136F80LABKXQMA1 PG-LQFP-176-12

SAK-XC2297H-136F80L AB SP001037518 XC2297H136F80LABKXUMA2 PG-LQFP-176-12

SAK-XC2297H-200F100L AB SP000911504 XC2297H200F100LABKXUMA1 PG-LQFP-176-12

SAK-XC2298H-200F100L AB SP000844810 XC2298H200F100LABKXUMA1 PG-LQFP-176-12

SAK-XC2299H-200F100L AB SP000761326 XC2299H200F100LABKXUMA1 PG-LQFP-176-12

SAK-XC2320D-12F20V AA SP000915598 XC2320D12F20VAAKXUMA1 PG-VQFN-48-54

SAK-XC2320D-12F66V AA SP000915596 XC2320D12F66VAAKXUMA1 PG-VQFN-48-54

SAK-XC2321D-12F66V AA SP000910976 XC2321D12F66VAAKXUMA1 PG-VQFN-48-54

SAK-XC2321D-20F66V AA SP000846748 XC2321D20F66VAAKXUMA1 PG-VQFN-48-54

SAK-XC2331D-12F66L AA SP000914768 XC2331D12F66LAAKFUMA1 PG-LQFP-64-22

SAK-XC2331D-20F66L AA SP000870660 XC2331D20F66LAAKXUMA1 PG-LQFP-64-22

SAK-XC2331D-20F66LR AA SP001217640 XC2331D20F66LRAAKXUMA1 PG-LQFP-64-24

SAK-XC2361E-104F128L AA SP000886964 XC2361E104F128LAAKFUMA1 PG-LQFP-100-8

SAK-XC2361E-136F128L AA SP000886966 XC2361E136F128LAAKXUMA1 PG-LQFP-100-8

SAK-XC2361E-136F128LR AA SP001226572 XC2361E136F128LRAAKXUMA1 PG-LQFP-100-15

SAK-XC2361E-136F128LR AA SP001501740 XC2361E136F128LRAAKXQMA1 PG-LQFP-100-15

SAK-XC2361E-72F128L AA SP000886962 XC2361E72F128LAAKXUMA1 PG-LQFP-100-8

SAK-XC2361E-72F128L AA SP001073780 XC2361E72F128LAAKXQMA1 PG-LQFP-100-8

SAK-XC2367E-136F128L AA SP000886960 XC2367E136F128LAAKXUMA1 PG-LQFP-100-8

SAK-XC2368E-136F128L AA SP000858178 XC2368E136F128LAAKXUMA1 PG-LQFP-100-8

SAK-XC2368E-136F128LR AA SP001217654 XC2368E136F128LRAAKXUMA1 PG-LQFP-100-15

SAK-XC2387C-136F100L AB SP000722460 XC2387C136F100LABKXUMA1 PG-LQFP-144-13
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SAK-XC2387C-200F100L AB SP001060934 XC2387C200F100LABKXUMA1 PG-LQFP-144-13

SAK-XC2387E-104F128L AA SP000886990 XC2387E104F128LAAKFUMA1 PG-LQFP-144-16

SAK-XC2387E-136F128L AA SP000886988 XC2387E136F128LAAKFUMA1 PG-LQFP-144-16

SAK-XC2388C-200F100L AB SP000910978 XC2388C200F100LABKXUMA1 PG-LQFP-144-13

SAK-XC2388E-136F128L AA SP000886984 XC2388E136F128LAAKXUMA1 PG-LQFP-144-16

SAK-XC2388E-136F128LR AA SP001217660 XC2388E136F128LRAAKXUMA1 PG-LQFP-144-23

SAK-XC2723X-20F66V AA SP000847088 XC2723X20F66VAAKXUMA1 PG-VQFN-48-54

SAK-XC2733X-20F66L AA SP000847086 XC2733X20F66LAAKXUMA1 PG-LQFP-64-22

SAK-XC2733X-20F66LR AA SP001217644 XC2733X20F66LRAAKXUMA1 PG-LQFP-64-24

SAK-XC2768X-136F128L AA SP000886694 XC2768X136F128LAAKXUMA1 PG-LQFP-100-8

SAK-XC2768X-136F128LR AA SP001217656 XC2768X136F128LRAAKXUMA1 PG-LQFP-100-15

SAK-XC2787X-200F100L AB SP000804404 XC2787X200F100LABKXUMA1 PG-LQFP-144-13

SAK-XC2788X-136F128L AA SP000886706 XC2788X136F128LAAKXUMA1 PG-LQFP-144-16

SAK-XC2788X-136F128LR AA SP001217662 XC2788X136F128LRAAKXUMA1 PG-LQFP-144-23

SAK-XC2797X-200F100L AB SP000804406 XC2797X200F100LABKXUMA1 PG-LQFP-176-12

SAK-XE161FL-20F66V AA SP000859288 XE161FL20F66VAAKXUMA1 PG-VQFN-48-54

SAK-XE161FU-8F40V AA SP000859284 XE161FU8F40VAAKXUMA1 PG-VQFN-48-54

SAK-XE162FL-20F66L AA SP000859304 XE162FL20F66LAAKXUMA1 PG-LQFP-64-22

SAK-XE162FL-20F80LR AA SP001251534 XE162FL20F80LRAAKXUMA1 PG-LQFP-64-24

SAK-XE167FH-200F100L AB SP000845650 XE167FH200F100LABKXUMA1 PG-LQFP-144-13

SAK-XE169FH-200F100L AB SP000845654 XE169FH200F100LABKXUMA1 PG-LQFP-176-12

SAK-XE169FH-200F100L AB SP000966482 XE169FH200F100LABKXQSA1 PG-LQFP-176-12


