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HALOGEN FREE DESCRIPTION TE P/N NO

NO-HALOGEN FREE TE CROWN CLIP JUNIOR POWER CONNECTOR 2178410-1 1

HALOGEN FREE TE CROWN CLIP JUNIOR POWER CONNECTOR 2178410-2 2 

PCB

PCB AND BUSBAR-CONDUCTORS REFERENCE VIEW 

PRODUCT REFERENCE VIEW W DIMPLES
TE P/N: 2178410-1

PRODUCT REFERENCE VIEW W/O DIMPLES
TE P/N: 2178410-2BUSBAR-CONDUCTOR

MAX CONDUCTOR INSERTION DEPTH

RECOMMENDED PCB LAY-OUT
THICKNESS: 1,5 - 2,0mm

NOTES:

 PCB MUST BE SUPPORTED WHILE INSERTING THE CONNECTOR IN THE SLOTS

 TO AVOID BENDING OF THE BOARD.

 PLATING: 1,2µm MIN. NICKEL UNDERLAYER ALLOVER.

 3,0µm MIN. TIN IN INDICATED AREA.

 TE P/N AND DATE CODE.

 MATERIAL:
    POWER CONTACT: HIGH CONDUCTIVITY COPPER ALLOY.
    HOUSING: THERMOPLASTIC, BLACK, UL94 V-0.

PCB

CONNECTOR
1982530

BUSBAR-CONDUCTOR

SEE DETAIL  A

PCB

CONNECTOR

PANEL HOUSING

PRODUCT CONTACT

DIMPLE FEATURE

DETAIL  A
SCALE  10:1

RADIUSED TREATMENT
ON BUSBAR-CONDUCTOR RECOMMENDED.
NO SHARP EDGE OR BURRS.

NO DIMPLE FEATURE
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